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GENERAL LAYOUT NOTES:
1.

5.

6.

7.
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INSTALL JOINTS WHERE, s ‘ 3

SPACE BETWEEN ELEMENTS AS SHOWN. PROVIDE EXPANSION JOINTS BETWEEN

CONCRETE PA AND VERTICAL ELEMENTS (WALLS, CURBS, ETC.).

CURVES SMOOTHLY WITH NO ABRUPT CHANGES AT TANGENT POINTS.
ENERAL CONTRACTOR RESPONSIBLE FOR INSTALLATION OF ALL SLEEVES.

ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

LAYOUT ALL ELEMENTS IN FIELD AND CONTACT OWNER'S REPRESENTATIVE FOR

APPROVAL BEFORE BEGINNING ANY CONSTRUCTION.

CONTRACTOR TO TAKE ALL PRECAUTIONS TO FIND AND AVOID SITE UTILITIES. ALL

UTILITIES ARE NOT SHOWN ON DRAWING. VERIFY LOCATIONS AND CONSIDER WHEN

ESTIMATING.

ALL PAVEMENT MARKING AND TRAFFIC CONTROL DEVICES SHALL BE INSTALLED PER

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION.

ALL GRADE ELEVATIONS AND HORIZONTAL CONTROL TO BE SET FROM PROJECT

BENCHMARK NOTED ON PLANS.

A1-800-282-7411
Know what's below,
Call before you dig.
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1 EN T WILL BE PROTECTED.
NO El

NT INSIDE CRITICAL ROOT PLATE (CRP).
ROACHMENT INSIDE CRITICAL ROOT ZONE (CRZ) IS MAX. 20%.
4. SPECIAL DETAIL WILL BE UTILIZED FOR SIDEWALK PAVEMENT
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DRAWINGS SCHEDULE

Do Doscigion

1551 W. NANCY CREEK DRIVE NE
BROOKHAVEN, GEORGIA 30319

MURPHEY CANDLER PARK

PERVIOUS CONCRETE NOTES:

1,124 SF ENCROACHMENT INSIDE 25"
BUFFER WILL BE PERVIOUS CONCRETE.

BID ALTERNATE:
PROVIDE UNIT PRICE FOR THE 2ND
BRIDGE AS A BID ALTERNATE.
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